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Audioengine 5 premium powered bookshelf spea”ker system
Specifications

Power output: 45W RMS/ 70W peak per channel (AES)

Inputs: 2 x %" Stereo mini-jack
Outputs: USBType A (power charging only)
Main voltages: 115/230V 50/60Hz manually switchable
Weight: 6.4Kg/ 14lbs (left), 4Kg/ 9lbs (right)

Dual Class AB monolithic
>95db (typical A-weighted)
<0.05% at all power settings

Amplifier type:
Signal-to-noise:
THD:

Crosstalk:
Freq. response:
Input impedance:

<50db
50Hz-22kHz +1.5db
10K ohms unbalanced

Materials and construction
- 1”thick MDF cabinent
- 5”Kevlar woofers with
advanced voice coils
- 20mm silk dome tweeters with
neodymium magnets
- Torroidal power transformers

Included Accessories
« AC power cable
- ¥%8"audio cable, 2 meters (~6.5 ft)
+ 2 5" audio cables, 20 cm (~8")
- ¥8"to RCA“Y" cable
- USB power extender cable, 1 m (~3.3 ft)
- Speaker wire (16AWG), 3.75 meters (~12.3ft)
- Drawstring cable bag
+ (2) High-density foam protectors/sonic pads
« Setup Guide



