














Features: 

�t��2-way passive, front-ported design
�t Hand-built and custom �nished cabinets
�t 5-way gold-plated binding posts
�t Silk dome tweeters and Kevlar woofers
�t Magnetically-shielded
�t Excellent performance for music and 
movies

Compatible With: 

�t��Digital hybrid ampli�ers (Class-D, Class-T)
�t Stereo receivers, integrated amps, and 
tube ampli�ers

�t Perfect for home theater
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Audioengine P4 Upgrade your audio Premium Passive Bookshelf Speakers

 Type:
Sensitivity:

Frequency Response:
Nominal Impedance:

Crossover Frequency:
Recommended Amp Power:

Tweeter:
Woofer:

Enclosure:
Inputs:

Weight each:
Shipping weight:

Dimensions each (HxWxD):
Shipping box dims (HxWxD):

Finish Options:

2-way passive, front-ported design
88dB (2.83v@1m)
58Hz-22kHz
4 Ohms
2.8 kHz
10-125W per channel
¾" (20mm) silk dome
4" (101mm) Kevlar cone
¾" MDF
Gold-plated, 5-way binding posts
2.75 kg (6 lbs)
6.5 kg (14 lbs)
228x140x165mm (9x5½x6½")
330x460x228mm (13x18x9")
Satin Black, Hi-Gloss White, Solid Carbonized Bamboo

�t ¾” thick MDF cabinet with 3/8" threaded 
inserts for mounting

�t 4” Kevlar woofers with advanced voice coils
�t 20mm silk dome tweeters with neodymium magnets
�t Magnetically Shielded

�t 2 - AP4 Passive Speakers
�t 2 - Drawstring Speaker Bags
�t 1 - Setup Guide

Materials and Construction

Speci�cations

Package Contents

5 ½”
Speaker depth: 6 ½”

A5 A2 AP4 AS8 AW1 AW2


